G

6" A o 64»

—~—

S/Wx—

H LIMITS OF 9” THICK CONCRETE H

5
DRIVEWAY WIDTH VARIES
X o ~SEE'PLAN
ONY, e R —
X% _
(@ VOO SCORE LINE A | MASTIC
8 & FOLD LINE a EXPANSION
é FLOW LINE WHEN WIDTH EXCEEDS JUINT <TYQ’
> TROWEL 1° WIDE | 16’, PROVIDE CONTRAC-
TION JOINT ON D/W G
LIMITS OF 9” THICK CONCRETE
Ai
NOTE

EXPANSION JOINT FILLER SHALL BE 1/2 INCH BITUMINOUS TYPE
PREFORMED EXPANSION JOINT FILLER, AST.M. D-175L

* SIDEWALK WIDTH AS PER PLANS

10© B/C

TOP OF CURB LE\/EL\ A

S/ WX

=== 1
SUBGRADE PREPARATION ///////////\\ LCLASS “A” CONCRETE

AS PER MAG SECT. 301

X

KR

SECTION A=A

SARRN

AS PER MAG SECT. 723

DETAIL NO.

APPROVED BY:
Goodyear Standards and
Policies Committee 7/97

PETMENO 1 CITY OF GOODYEAR
G-3250 | STANDARD DETAIL

RETURN TYPE DRIVEWAYS
FOR HANDICAP ACCESS

G-3250




